
Příloha č. 1 - příloha č. 1 obsahuje tyto části - oddíly: 

(oddíl Technické podmínky- technická specifikace stanovená zadavatelem) 

(oddíl Technická specifikace nabízeného plnění - technická specifikace nabízená uchazečem) 

Součástí přílohy č. 1 příslušného návrhu smlouvy je i oficiální technická a obrazová dokumentace zboží tj. oficiální 
technický list výrobce. Pokud nebylo možné oficiální technický list výrobce z objektivních důvodů zajistit, je 
doložena podrobná kompletní technická specifikaci nabízeného přístroje 



Technické podmlnky a Technická specifikace nabízeného plnění Pffloha č. 1 Kupnl smlouvy 

Laminární boxy pro LF MU 

TECINCKé PODMINKY TECINCKÁ 1PECF1KACE NA8lzENáto PL.NeNI 
-.....--- -.....-na--

Pokud Je udavatelem po lleastnfkovf vyfadov•no pouze uvedení, zda _i- pftslušný pofadovaný 

Popis parametn, parametr splněn. pak úeastnlk uvede ANO, le parametr splňuje) 
Pokud je zadavatelem u technického parametru pot.adovin bllllf popis nebo určeni specifikace, 

(Nabldko úeastnlka musl splňovat vlechny nl!e pak Je ueastnlk povinen uvést bliHI popis, výtet vlastnosti, konkr6tnl údaj nebo rozmezl hodnot 

uveden• potadavky a parametry specifikace. U Jim nablzen6ho zbofl 

parametni vymezených mlnim'-lnl nebo maximilnf 
Zadavat.tem pofadovani hodnota 

úrovni nebo rozmezJm hodnot, musf nabídka 
Z údaji,} uvedených llčastnfkem mus( být zfajmé, & uchazečem nablzant zbolf splňuje mtnimtlnf 

uchazeče vyhovět alespoň stanoven6 pofadovant 
technick6 pofadavky stanovent zadavatelem - uchazeč uvede splnlnl po!adovantho parametru 

úrovni.) ovifttelným způsobem, napf. uvedením konknk:nlch hodnot. pnpadni konkrttntm odkazem na 
technické listy, výkresy apod.) 

Model - typorilvýrobnl oznatenl Výrobce 

Položka č.1 Laminární box I 

8SC-1500l1A2-X Biobase lndustries 

Počet kusů: 1 ks Účastnlkem nablzeni hodnota 

Box s laminárním prouděním ANO ANO 

biohazardni ti'ida 2 ANO ANO 

rozměr pracovní plochy 
jednotlivé rozměry minimálně: šílka 1200 mm x hloubka šiřka 1350mm, hloubka 600mm 
580mm 

vnější hloubka boxu: box musí projít (být 
stěhovatelný) dvehni o rozměrech šílky 80 cm a ANO, vnějši hloubka boxu maximálně 80 cm ANO - vnější hloubka 750mm, výškově projde dveřmi bez stojanu 
výšky 197 cm 

nerezové boční stěny ANO ANO 

nakloněné pfedni posuvné sklo minimálně 5 stupflů AN0-10° 

elektricky posun skla boxu ANO ANO 

automatické hermetické uzavrení boxu pli uzavfení 
ANO ANO 

pfedniho skla 

Uida vnltíni čistoty podle EN 14644-1 !SOS ANO ANO 

vestavěný HEPA H14 filtr pro částice 0.1 až 0.3 
s ůčinností 99.995% a vyšší filtr ULPA (U15). účinnost 99,999% při velikosti částic 0, 1 mikronu a větší 

mikronu 

hlučnost podle normy EN 12469 maximálně 56 dB ANO - dle normy 56 dB 

intenzita vestavěného osvětlení minimálně 850 lux � 1200 lux 

zobrazující minimálně: 
• status boxu včetně realtime zobrazeni aktuálnlch 
průtoků vzduchu • lnflow/downflow, ANO - real time status obou filtru, UV, prutoku, životnosti filtru, vlhkosti, teploty, 

stavový displej • indikace pozice okna 
pozice, pracovního času, uzmačení boxu klíčem • mofnost uzamčeni ovlidinl nebo uzamčeni celého 

boxu proti manipulaci, a to boxu kHčem nebo 
elektronicky PINEM 

minimálně 
• stojan s nastavitelnou výškou ANO - součásti stojen s výškovou korekcí, UV lampa, elekrické zástrčky 230V (2X), 

součástí vybaven[ (dodávky) laminárního boxu: • vestavěná UV lampa 
plynový ventil • elektrická zásuvka 230 V 

• ventil pro plívod plynu 

Model - typorilvýrobnl oznaeonl Výrobce 

Položka č. 2 Laminární box li 

BSC-180011A2-X Biobase lndustries 



Počet kusů: 1 ks Účastnlkem nablzena hodnota 

Box s laminárním prouděním ANO ANO 

biohazardnf Hfda 2 ANO ANO 

rozměr pracovní plochy 
jednotlivé rozměry minimálně: š!i'ka 1500 mm x hloubka 
580mm 

šířka plochy 1700mm, hloubka 600mm 

vnější hloubka boxu: box musí projít (být 
stěhovatelný) dvei'mi o rozměrech šíi'ky 80 cm a ANO, vnější hloubka boxu maximálně 80 cm ANO - vnější hloubka 775mm, výškově projde dveřmi bez stojanu 
vý!ky 197 cm 

bočnl stlny boxu prosklené nebo z nerezové 
ANO 

oceli 
ANO - boční stěny z nerezové oceli 

nakloněné pfední posuvné sklo minimálně 5 stupňů AN0-10° 

manuální posun skla boxu ANO ANO 

pracovní otevtenf okna pro komfortní práci minimálně 190 mm 200mm 

vestaviný ULPA flitr s účinnosti 99,995% a vyšil pro čistlce o velikosti 0.3 
mikronu a viti! 

filtr ULPA (U15), účinnost 99,999% při velikosti částic O, 1 mikronu a větší 

hlučnost podle normy EN 12469 maxlmfilni 59 dB ANO - dle normy 56 dB 

intenzita vestavěného osvětlení minimálně 12001ux � 1200 lux 

zobrazující minimálně 

stavový displej - status boxu veetně realtime zobrazeni aktuálních 
průtoků vzduchu - inflow/downflow, 

ANO - real time status obou filtru, UV, prutoku, životnosti filtru, vihkosti, teploty, 
pozice, pracovního času, uzmačeni boxu klíčem 

- indikace pozice okna 

minimálně: 
- stojan na kolečkách 

součásti vybavení (dodávky) laminámfho boxu: - vestavěná W lampa 
- elektrická zásuvka 230V 

ANO - součástí stojen s výškovou korekci, UV lampa, elekrické zástrčky 230V (2X), 
plynový ventil 

- ventil pro P.řivod ptynu 

takto označené buňky vyplní účastník v rámci zpracováni své nabídky 



BIOBASE 
Biobase Biodustry(Shandong) Co. Ltd 

No.51 South Gongye Road, Jinan, China 
E-MAIL: 

TEL: 

Declaration of Conformity - Certificate of Testing 

MANUFACT URER(NAMEAND B!ODASE BIOINDUSTRY (SHANDONG) CO. LT D 

ADDRESS) 

NO.Sl SOUTH GOGYE ROAD, JINAM, CHINA 

Report Holder (Name and Address) BIOBASE BIOINDUSTRY (SHANDONG) CO. LT D 

NO.Sl SOUTH GOGYE ROAD, JINAM, CH INA 

Technical Construction file ref. BB-BSC-0 l 500A2-04, BB-BSC-OJ 800A2-04, 

8B-BSC-02000A2-04 

Performed Testing Noise Leve! Test 

(Voltcraft SL-451 system) 

Test Compliance According to 

EN 12469:2000, NSF49 

Dated 2018-04-20 

ObjecUinstrument tested: BSC-l 500A2-X, BSC-1800A2-X, BSC-2000A2-X 
-

Category Biologi cal Safety Cabinets / Laminar Flow Cabinets 

Test Performance EN 12469:2000 -56dB (Accurancy ± 1,4 dB ( I KHz)) 

Additional information: 

VaJid through: 2020-04-20 
Place: . .....-Jinam: hi.na, '� ... l t-ť 'tf "' 
Next review':' .,· 2020-04
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BIOBASE 
Biobase Biorlustry(Shandong) Co. Ltd 

No.51 South Gongye Road, Jinan, China 
E-MAlL: 

Declaration of Conformity - Certificate of Testing 

MANUFACTURER (NAME AND BJOBASE BIOJNDUSTRY (SHANDONG) CO. LTD 

ADDRESS) 

Report Holder (N ame and Address) 

Technical Construction file ref. 

Performed Testing 

Dated 

Object/instrument tested: 

Category 

Test Ptrformance 

Additional information: 

Valjd through: 2020-04-15 

Place: 

N0.51 SOUTH GOGYE ROAD, JINAM, CHINA 

BIOBASE BJOINDUSTRY (SHANDON G) CO. LTD 

N O.Sl SOUTH GOGYE ROAD, JINAM, CHJNA 

BB-BSC-Ol 500A2-04, BB-BSC-01300A2-04, 

BB-BSC-02000A2-04 

Jllumination Jntesity Test 

(Digital Lux Meter Voltcraft L X-J108) 

2018-04-15 

BSC-1500A2-X, BSC-J800A2-X, BSC-2000A2-X 

Biological Safety Cabin�ts / Laminar Flow Cabinets 

LED lamp (2xl6W) for all models 

BSC-1500A2-X - 1211 lux {stci.error +/- 3%), 

BSC180í)A2-X- 1209 lux (std.error +/- 3%), 

BSC-2000A2-X - 1199 lu:� (std. error +/- 3%) 
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·BIOBASE
Biobase Biodm;try(Shandong) Co. Ltd 

No.S I South Gongye Road, Jinan, China 
E-MAJL: 

TEL: 

Declaration of Conformity -- Certificate of Testing 

M ANUFACTURER (N AME AND BJOB ASE BJOINDUSTRY (SHANDONG) CO. LTD 

ADDRESS) 

N0.51 S OUTH GOGYE RO AD, JINAM, CHINA 

Report Holder (Name and Address) BI0'3ASE BJOINDUSTRY (SHANDONG) CO. LTD 

N0.51 SOUTH GOGYE R OAD, JlNAM, CHIN A 

Technical Construction file ref. BB-BSC-01500A2-04, BB-RSC-0 I 800A2-04, 

BB-BSC-02000A2-04 

Performed Testing ULPA ( class U 15) Efficiency Test 

MPPS methodology 

Test Compliance According to 

EN 1822 

Dated 2018-04-l O 

Object/instrument tested: BSC- l 500A2-X, BSC- l 800A.2-X, 8SC-2000A2-X with 

ULPA filter (Ul5) 

Category Biological Safety Cabinets / Lamiuar Fl0w Cabinet� 

Test Performance MPPS of UL PA (U! 5 )  on all modt"ls. Must pass: 2: 

99,9995% of remove of particles 0,1 microns or larger 

( according ENJ822) 

BSC-1500A2-X - PASS,

BSC-:LOOOA2-X - PASS 

A dditional information: 

Val id through: 2020-04-1 O 

SFDA( 
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Bl0BASe 

Remote Control 
Ali functions can be realized with 
il, making the operation much 
easier and more convenlenl 

WorkZone 
Worl< zone, made of 304 steinless 
steel, ls surrounded by negative 
pressure. 

Front Window 
Two-layer laminated toughened 
glass>5mm, anti UV 

UVLamp 
Emission of 253. 7 nanometers for 
most efficient decontamlnation. 
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LCD Display 
Large dígital display is easy to 
monitor all the safety parameters 
al a glance and ergonomically 
sized control panel improves user 
interface. 

Air-Vent 
Only for BSC-110011A2-X 
and BSC-1SOOIIA2-X 

Footmaster Caster 
Universal caster with brake 
and levellng feet. 

FootSwitch 
Adjust front window helght by foot 
durfng experiment, to avoid alrflow 
turbutence caused by ann movement. 

Waterproof Socket 
2 waterproof sockets are 
located ln the side wall, for 
optimum convenience of using 
small devices inside lhe cabinet. 

ADVANTAGE 
1. Motorized front window. 
2. Time reserva function. 
3. HEPA filter life and UV life indicator. 
4. Automatic air speed adjustable with filter block. 
5. With memory function in case of power-failure. 
6. Audio and visual alarm (Abnormal airfiow velocity; Filler replacemenl; Front window al unsafe height). 
7. Work area surrounded by negative pressure, it can ensure maximum safety in work area. 
8. Audio and visual alarm (Filter replacemenl, window over heighl, abnormal air ftow velocity etc). 
9. Remote conlrol: all functions can be reaiized with lt, making the operalion much easier and more convenient. 
10. Interlock function: UV lamp and front window; UV lamp and blower, LED lamp; blower and front window . 
11. Foot switch: adjust front wlndow height by foot during experiment, to avoid airflow turbulence caused by arm movement. 

TECHNICAL PARAMETERS 

Moci.i 

lntemal Size(W"D'H) 
Extemal Slze(W'D'H} 
T-Openíng 
MaxOpening 
lnftow Velocity 
Downftow Velocity 
HEPA Fitter 
Front Wlndow 
Nolse 

WLamp 

llluminating Lamp 

lllumination 
Consumption 
Waterproof Sockets 

Display 

Contro1System 
Alrftow Syslem 

88Cc1tOOUA2•X IISC-1�-X IISC-1SOOIIA2•X B8C-1110011A2-X BSC-2000IIA2-X 
940'600'660mm 1150'600'660mm 1350'600'660mm 1700'600'660mm 1800'600'660mm 
1100'750'2250mm 1300'750'2250mm 1500'750'2250mm 1873'775'2290mm 1950'800'2170mm 
S8fety Height 200mm(8') 
420mm(17') 
0.53�0.025 mls 
0.33:t0.025 mls 

420mm(17'} 500mm (20•) 

Two, 99.999% efllclency al 0.3µm. Filler life indicator. 
Motorized. Two-layer lamlnated toughened glass l< 5mm. Antl IN. 
EN12469 S 58dB / NSF49 s 61dB 
30W"1 30W'1 40W"1 

550mm(22') 400mm(16'} 

40W"1 40W'1 
UV limer, UV Ilfe lndicator, emission of 253. 7 nanometers for most efllclent decontamlnation. 
LEO lamp LED lamp LEO lamp Fluorescent lamp Fiuorescent lamp 
12W",i --�2- 16W'2 16W'2 16W'2 
i.1200Lux 
760W 800W 900W 900W 1500W 
Two, total toad of two soekets: SOOW 
LCD display: exhaust filler and downflow filler pressure, filter and UV lamp worl<lng lime, lnflow and downflow 
velocity, fitter life, humidity and temperature, syslem working time etc. 
Microprocessor i"t' 

70% alr recirculallon, 30% alr exhaust 
Visual and audio alarm Abnormal airflow veloclty; FIiier replacement; Front Window al unsafe helght. 

Material 

Wor1< Surface Height 
Caster 
Power Supply 
Standard Accessory 
Optional Accessory 
Gross Weight 
Package Size(W"D'H) 

Worl< Zone: 304 stainless steel 
Maln Body: Cold-rolled steel with antl-bacterla powder coating. 
750mm 
Foolmasler caster 
AC220V±10%, 50/60Hz; 11OV:t10%, 60Hz 
lllumlnating lomp, UV tamp'2, Base stand, Remote control, Foot swltch, Draln valve, Weterproof socketa'2 
Water an.d gas lap, Electtlc heighl ad)ustab!e�bas!.sland 
243kg 280kg 316kg 395kg 420kg 
1220'1000'1840mm 1460'1050'1800mm 1a30•1000•1e2omm 2000'950'1820mm 2090'1050'1860mm 
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